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(f) Marketers and users shall exercise precaution to assure that only
those gases for which the system Is designed, examined, and listed, are
employed in Its operation, particularly with regard to pressures.
B.13. Instructions.
(a) Complete installation, operation and maintenance instructions shall
be supplied and made available for all men performing any or all of these
functions.
B.14. Electrical Connections and Open Flames.
(a) In vaporizer or pump houses, in cylinder filling rooms and similar
locations, all electrical installations shall be In strict accordance with the
requirements of the National Electrical Code for Class I, Group D haz-
ardous locations.
(b) In vaporizer or pump houses, in cylinder filling rooms and similar
locations, open flames or other sources of ignition shall not be permitted.
B.15. Liquid Level Gauging Device.
I(a) Each container, except containers filled by weight, shall be equipped
with a liquid level gauging device of approved design, for example, a ro-
tary gauge, slip tube, an automatic outage tank, magnetic or fixed tube
device.
(b) All gauging devices shall be arranged so that the maximum liquid
level for butane, 50-50 mixture of butane and propane, and propane, to
which the container may be filled is readily determinable. The gallonage
capacity (BI), whether for cylindrical or spherical containers, and
whether for use with aboveground or underground containers shall be
marked on either the system nameplate or gauging device or part may be
on the system nameplate and part on the gauging device.
(c) Gauging devices that require bleeding of the product to the atmos-
phere, such as the rotary tube, fixed tube and slip tube, shall be so de-
signed that the bleed valve maximum opening is not larger than a No.
54 drill size, unless provided with excess flow valve.
(d) Gauging devices shall have a design working pressure of at least
250 lb. per square inch gauge.
(e) Length of fixed tube device shall be designed to indicate the max-
imum level to which the container may be filled for the product con-
tained. This level shall be based on the volume of the product at 40
cleg. F. at its maximum permitted filling density for aboveground con-
tainers and at 50 deg. F. for buried containers. Refer to Appendix D for
calculating filling point for which tube shall be designed.
(f) Gauge glasses of the columnar type shall be restricted to container
filling plants where the fuel is withdrawn in the liquid phase only. They
shall be equipped with valves having metallic handwheels, with excess-
flow valves, and with extra heavy glass adequately protected with a
metal housing applied by the gauge manufacturer. They shall be shielded
against the direct rays of the sun. Gauge glasses of the columnar type
are prohibited on tank trucks, and on motor fuel tanks, and on containers
used in domestic, commercial and industrial installations.


